
 
Whiz-mount PV Installation Kit from 

 
Save upwards of 30% on installation time 
 The newly developed pv-mounting system designed and built for Australian 
    conditions.  The perfect solution for roof tops and free standing arrays! 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Whiz-mount screws directly onto corrugated iron roofs or you can use Whiz-mount 
quality stainless steel brackets to install systems on tiled roofs. 
 

·  Whiz-mount provides strength for all conditions including cyclonic regions 
·  Coastal exposure to Whiz-mount has provided excellent resistance for long term 

customer satisfaction. 
·  Anodized Whiz-mount available for coastal environment and decorative 

requirements. 
·  Reduce your stock holding with Whiz-mount “fits all” framing solutions. 
·  No risk with Whiz-mount, years of use throughout Australia 
·  Whiz-mount EPDM insulating pads, stainless steel brackets and rails are 

available separately to meet your requirements 
 

There is no other product like Whiz-mount on the market! 
To discover how you can take advantage of Whiz-mount in your business call Solar-Wind-Systems 

today.  Tel:08-8243 2174, Mob:0421 071 280, or e-mail: info@solarwindsystems.com.au 
 
 
 

Whiz-mount provides a rapid and safe 
solution on most corrugated iron and 

tiled roofs  

Installation on steep slate covered roofs 
made possible using Whiz-mount 

Whiz-mount flexibility extends to free 
standing arrays on roof mounted A-frames 
for modules in portrait or landscape format 



 
Whiz-mount components from Solar-Wind-Systems are made from 

aluminium and stainless steel for long lasting, trouble free installations 
meeting industry standards and installers’ demands. 

 

Dimensions of drawings and photos are not to scale. 
All components of the complete Whiz-mount system are also available separately. 
For more details and an offer please make contact with: info@solarwindsystems.com.au  
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     Stainless steel  centre clamp for 
     adjoining solar modules for 
     Whiz-mount Mark II   
 

 
Stainless steel brackets are used to fix the 

Whiz-mount extrusions to tiled roof 
surfaces  

Incl. SS M10x25nut, bolt and  washer 

       

 

Whiz-mount aluminium extrusions (Mark II 
pictured) come in standard lengths to fit the most 
common types of solar modules: 

·  4,920mm Mark II  
·  5.040mm Mark II  
·  6,030mm Mark II  
·  6,600mm Mark II  

other lengths are available on request 
Whiz-mount stainless steel channel nuts 
are used for extra ease of assembly in our 
end brackets and centre clamps. For the 
new Mark II  rails these nuts do not need 
springs anymore, which makes the centre 
clamp and end clamp assemblies cheaper. 

                                            
 

 
 

 
End brackets (same height as solar module) are 
used for the beginning and the end of each solar 
array. For module heights other than 50mm, 
please specify when ordering.  
 

Standard stainless steel hexagonal bolts 
with spring washers are used to fasten 

clamps while keeping material cost down 
  

 
 

  
 

 
packets of 10 

 

Etheylene Propylene Diene Monomer (EPDM) 
rubber pads (75x50x10) serve as insulating 
material between corrugated iron roof surfaces 
and the Whiz-mount aluminium extrusion. 
EPDM is the preferred material due to its 
outstanding resistance against heat, corrosion and 
deterioration from exposure to sunlight. 


